**STREET FIGHTER SLIM MOD STRETCH 2.0™**

*The Street Fighter Slim Mod Stretch 2.0™ offers more coverage per foot and can illuminate 3” deep channel letters and cabinets fully stretched!*

**SPECIFICATIONS**
- **Beam Angle**: 170° Ultra-Wide Low Dome, Batwing Optic
- **Certifications**: UL & cUL Recognized (SAM Manual), CE, RoHs
- **Dimensions**: 1.1”W x 1.8”L x 0.3”H
- **Efficacy**: See Product Options
- **Fastening**: Peel & stick / Mechanical screw hole
- **Input**: 12VDC
- **Intensity**: See Product Options
- **Max Mods (Series)**: 20 ft (40 mods)
- **Operating Temp**: -30° to +60°C
- **Packaging**: 40 ft (80 mods) per bag or 1,000 ft (2,000 mods) per case
- **Power**: 0.72W/mod (1.44W/ft.)
- **Power Supply**: P-LED 12VDC
- **Protection Grade**: IP67
- **Run Footage**: 40 ft (80 mods)/60W PS
- **Spacing**: 2 mods/ft (fully stretched)
- **Warranty**: 5 Year Product / 5 Year Limited Labor

**FEATURES**
- Great for shallow cabinets!
- IP67 water resistant for areas with salt spray and high humidity
- Optimized for shallow multi-stroke boxes from 3 – 6” deep
- Aluminum backer for increased heat dissipation

**WIRING DETAILS**
- **White/Red**: Positive
- **White/Black**: Negative

**PRODUCT OPTIONS**

<table>
<thead>
<tr>
<th>Color</th>
<th>CCT</th>
<th>Efficacy</th>
<th>Intensity</th>
<th>Part Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>True White</td>
<td>7000K</td>
<td>88 LM/W</td>
<td>63 LM/mod (126 LM/ft)</td>
<td>PL-OP1-SL2-P-TW</td>
</tr>
</tbody>
</table>

**RECOMMENDED COVERAGE CHART**

<table>
<thead>
<tr>
<th>Depth*</th>
<th>Max. Stroke</th>
<th>Row Spacing</th>
</tr>
</thead>
<tbody>
<tr>
<td>3”</td>
<td>8”</td>
<td>4”</td>
</tr>
<tr>
<td>4”</td>
<td>12”</td>
<td>5”</td>
</tr>
<tr>
<td>5”</td>
<td>14”</td>
<td>8”</td>
</tr>
<tr>
<td>6”</td>
<td>14”</td>
<td>12”</td>
</tr>
</tbody>
</table>

*Note: Product and depth may vary depending on face material and desired brightness.*